
The Thrive EVO™ provides consistent wireless communication between the irrigation controller and 

valves with a 200-yard range through any landscape environment or 700 yards line-of-sight. No 

more reliance on battery-operated timers, valve doublers, or the expense of running new wire. 

Compatible with any controller.

THRIVE RECEIVER™THRIVE TRANSMITTER™

MAKE ANY

VALVE WIRELESS!
THRIVE EVO 4 STATION WIRELESS VALVE SYSTEM

Smart technology. Made simple.

 y 200+ yard wireless range through any landscaping obstructions or 700 yards 

line of sight

 y Manage up to 4 zone valves from an existing controller with a single Thrive 

Wireless Transmitter

 y No need for field programming — products are shipped pre-paired for ease 

of use and installation

 y Easily mounts to the underside of any valve box lid

 y Powered by 2x 9-volt batteries with a projected life of 1-1.5 years

 y Includes fail-safe program to prevent overwatering during blackout or 

connection loss

En Español

200 yd Through Obstructions

Compatible with

Any Controller

700 yd Line of Sight

Compatible with

Any Valve
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 – Compatible with any conventional irrigation controller

 – Real-time display of remaining battery life and

signal strength

 – Powered by the controller’s 24-volt supply or an 

auxilliary power supply

 – Incorporates long range, spread spectrum radio tech-

nology to provide consistent performance over 200 

yards, even through heavy obstruction

ELECTRICAL SPECIFICATIONS

Transmitter Current Draw: 150mA / 0.15 Amps RMS @ 24 VAC

Min. Operating Current: 19 VAC

Max. Operating Current: 30 VAC

Receiver Minimum: 5.5 volts

TEMPERATURE RANGE

Transmitter -100 ̊F – +140 ̊F (-23.3 0 ̊C – +60 ̊C)

Receiver -100 ̊F – +140 ̊F (-23.3 0 ̊C – +60 ̊C)

THRIVE TRANSMITTER™

 – Replace AC solenoids with DC latching solenoids

 – Completely waterproof construction - IP68 rated

 – Includes fail-safe modes to avoid overwatering

 – Patents Pending

 – Maximum Wire Run

18 AWG  -  100 ft.   |   16 AWG  -  500 ft.  |   14 AWG  -  800 ft.

THRIVE RECEIVER™

ENCLOSURE SPECIFICATIONS

Transmitter NEMA 3R Rated, 751 CH Key-Lock 

Entry Enclosure

Receiver IP68 Enclosure

WEIGHTS AND MEASURES

Transmitter 6.5’” long x 5” wide x 2” thick

(165mm long x 127mm wide x 51mm thick)

1.5 lbs

(3.3 kg)

Receiver 6” long x 4” wide x 2” thick

(152mm long x 10mm wide x 51mm thick)

1.5 lbs

(3.3 kg)

ORDERING INFORMATION

TEVO-04 Thrive EVO, 4-Station Wireless Transmitter and Receiver

1900101 Replacement 9-Volt Batteries (10 pack)

2110101 Pancake Antenna w/Cable for Transmitter Metal Enclosure Applications
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